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Enclosed	Orbital	Weld	Heads

		ORBIWELD	-	totally	enclosed,	extra	thin	orbital	tube	weld	heads!
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Overview enclosed weld heads

Enclosed	weld	heads	ORBIWELD	/	ORBIWELD	S
Model OW	12 OW	19 OW	38S OW	65 OW	76S OW	115 OW	115S OW	170
Code 821	000	001 822	000	001 826	000	001 823	000	001 827	000	001 824	000	001 828	000	001 825	000	001
Tube Ø [mm] 3	-	12,7 3	-	19,05 3	-	39 6	-	70 6	-	77 20	-	115 20	-	115 50	-	170

[inch] 1/8	-	5 1/8	-	7.5 1/8	-	1.5 ¼	-	2.5 ¼	-	3 ¾	-	4.5 ¾	-	4.5 2	-	6
Rotor	Ø [mm] 40 58 82 129 122 183 191 252

[inch] 15.75 22.83 32.28 50.79 48.03 72.05 75.2 99.21

Electrode	lengths/diameter	for	enclosed	weld	heads	

Model OW	12 OW	19 OW	38S OW	65 OW	76S OW	115 OW	115S OW	170
[mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch]

Rotor	Ø 40,00 1.575 58,00 2.283 82,00 3.228 129,00 5.079 122,00 4.803 183,00 7.204 191,00 7.520 252,00 9.921

Tungsten
Electrode	Ø

1,0 0.039 1,6 0.063 1,6
2,4

0.063
0.094

1,6
2,4

0.063
0.094

1,6
2,4

0.063
0.094

1,6
2,4

0.063
0.094

1,6
2,4

0.063
0.094

1,6
2,4

0.063
0.094

Tube Ø Electrode	length	min.	-	max.	with	weld	head:
[mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch] [mm] [inch]

	3,17	 	0.125	 	13,5	 	0.50	 	22,5	 	0.90 	34,5	 	1.35	           
	6,00	 	0.236	 	12,5	 	0.45	 	21,5	 0.80	 	33,5	 	1.30	 	57,0	 	2.20	 	53,5	 	2.10	       
	6,35	 0.250	 	12,0	 0.45	 	21,0	 	0.80	 	33,0	 	1.30	 	56,5	 	2.20	 	53,0	 	2.05	       
	8,00	 0.315	 	11,5	 	0.45	 	20,5	 	0.80	 	32,5	 	1.25	 	56,0	 	2.20	 	52,5	 	2.05	       

	9,53	 	0.375	 	10,5	  0.40 	19,5	 	0.75	 	31,5	 	1.20	 	55,0	 	2.15	 	51,5	 	2.00	       
	10,00	 0.394	 	10,5	  0.40 	19,5	 	0.75	 	31,5	 	1.20	 	55,0	 	2.15	 	51,5	 	2.00	       
	10,20	 	0.402	 	10,0	 0.40 	19,0	 	0.75	 	31,0	 	1.20	 	54,5	 	2.15	 	51,0	 	2.00	       
	12,00	 	0.472	 	9,5	 0.35	 	18,5	 	0.70	 	30,5	 	1.20	 	54,0	 	2.10	 	50,5	 	1.95	       
	12,70	 0.500	 	9,0	 0.35	 	18,0	 	0.70	 	30,0	 	1.15	 	53,5	 	2.10	 	50,0	 	1.95	       
	13,00	 0.512	 	18,0	 	0.70	 	30,0	 	1.15	 	53,5	 	2.10	 	50,0	 	1.95	       
	13,50	 0.531	 	17,5	 	0.65	 	29,5	 	1.15	 	53,0	 	2.05	 	49,5	 	1.95	       
	15,88	 0.625	 	16,5	 	0.65	 	28,5	  1.10 	52,0	 	2.00	 	48,5	 	1.90	       
	16,00	 0.630	 	16,5	 	0.60	 	28,5	  1.10 	52,0	 	2.00	 	48,5	 	1.90	       
	17,20	 0.677	 	15,5	 	0.60	 	27,5	 	1.05	 	51,0	 	2.00	 	47,5	 	1.85	       
	18,00	 0.709	 	15,5	 0.60	 	27,5	 	1.05	 	51,0	 	2.00	 	47,5	 	1.85	       
	19,00	 0.748	 	15,0	 0.55	 	27,0	 	1.05	 	50,5	 	1.95	 	47,0	 	1.85	       
	19,05	 0.750	 	14,5	 	0.55	 	26,5	 	1.05	 	50,0	 	1.95	 	46,5	 	1.80	       
	20,00	 0.787	   	26,5	  1.00 	50,0	 	1.95	 	46,5	 	1.80	 	77,0	 	3.00	 	81,0	 	3.15	   
	21,30	 0.839	   	25,5	  1.00 	49,0	 	1.90	 	45,5	 	1.80	 	76,0	 	3.00	 	80,0	 	3.15	   
	22,00	 0.866	   	25,5	  1.00 	49,0	 	1.90	 	45,5	 	1.75	 	76,0	 	2.95	 	80,0	 	3.10	   
	23,00	 0.906	   	25,0	 	0.95	 	48,5	 	1.90	 	45,0	 	1.75	 	75,5	 	2.95	 	79,5	 	3.10	   
	25,40	  1.000   	23,5	 0.	90	 	47,0	 	1.85	 	43,5	 	1.70	 	74,0	 	2.90	 	78,0	 	3.05	   
	26,90	 	1.059	   	23,0	 0.	90	 	46,5	 	1.80	 	43,0	 	1.65	 	73,5	 	2.85	 	77,5	 	3.05	   
	28,00	 	1.102	   	22,5	 0.85	 	46,0	 	1.80	 	42,5	 	1.65	 	73,0	 	2.85	 	77,0	 	3.00	   
	29,00	 	1.142	   	22,0	 0.85	 	45,5	 	1.75	 	42,0	 	1.65	 	72,5	 	2.85	 	76,5	 	3.00	   
	30,00	 	1.181	   	21,5	 0.80	 	45,0	 	17.5	 	41,5	 	1.60	 	72,0	 	2.80	 	76,0	 	2.95	   
	33,70	 	1.327	   	19,5	 0.75	 	43,0	 	16.5	 	39,5	 	1.55	 	70,0	 	2.75	 	74,0	 	2.90	   
	35,00	 	1.378	   	19,0	 0.70	 	42,5	 	16.5	 	39,0	 	1.50	 	69,5	 	2.70	 	73,5	 	2.85	   
	38,10	 	1.500	   	17,0	 0.65	 	40,5	 	16.0	 	37,0	 	1.45	 	67,5	 	2.65	 	71,5	 	2.80	   
	40,00	 	1.575	     	40,0	 	15.5	 	36,5	  1.40 	67,0	 	2.60	 	71,0	 	2.75	   
	41,00	 	1.614	     	39,5	 	15.5	 	36,0	  1.40 	66,5	 	2.60	 	70,5	 	2.75	   
	42,40	 	1.669	     	38,5	 	15.0	 	35,0	 	1.35	 	65,5	 	2.55	 	69,5	 	2.70	   
	44,50	 	1.752	     	37,5	 	14.5	 	34,0	 	1.30	 	64,5	 	2.50	 	68,5	 	2.70	   
	48,30	 	1.902	     	35,5	  14.0 	32,0	 	1.25	 	62,5	 	2.45	 	66,5	 	2.60	   
	50,80	 	2.000	     	34,5	 	13.5	 	31,0	 	1.20	 	61,5	 	2.40	 	65,5	 	2.55	 	96,0	 	3.75	
	51,00	 	2.008	     	34,5	 	13.5	 	31,0	 	1.20	 	61,5	 	2.40	 	65,5	 	2.55	 	96,0	 	3.75	
	52,00	 	2.047	     	34,0	 	13.0	 	30,5	 	1.20	 	61,0	 	2.40	 	65,0	 	2.55	 	95,5	 	3.75	
	53,00	 	2.087	     	33,5	 	13.0	 	30,0	 	1.15	 	60,5	 	2.35	 	64,5	 	2.50	 	95,0	 	3.70	
	54,00	 	2.126	     	33,0	 	12.5	 	29,5	 	1.15	 	60,0	 	2.35	 	64,0	 	2.50	 	94,5	 	3.70	
	60,30	 	2.374	     	29,5	 	11.5	 	26,0	  1.00 	56,5	 	2.20	 	60,5	 	2.35	 	91,0	 	3.55	
	63,50	 	2.500	     	28,0	  11.0 	24,5	 	0.95	 	55,0	 	2.15	 	59,0	 	2.30	 	89,5	 	3.50	
	70,00	 	2.756	     	25,0	 	9.5	 	21,5	 0.80	 	52,0	 	2.00	 	56,0	 	2.20	 	86,5	 	3.40	
	76,10	 	2.996	       	18,0	 0.70	 	48,5	 	1.90	 	52,5	 	2.05	 	83,0	 	3.25	
	76,20	 	3.000	       	18,0	 0.70	 	48,5	 	1.90	 	52,5	 	2.05	 	83,0	 	3.25	
	85,00	 	3.346	         	44,5	 	1.75	 	48,5	 	1.90	 	79,0	 	3.10	
	88,90	 	3.500	         	42,5	 	1.65	 	46,5	 	1.80	 	77,0	 	3.00	
	101,60	  4.000         	36,0	  1.40 	40,0	 	1.55	 	70,5	 	2.75	
	104,00	 	4.094	         	35,0	 	1.35	 	39,0	 	1.50	 	69,5	 	2.70	
	108,00	 	4.252	         	33,0	 	1.25	 	37,0	 	1.45	 	67,5	 	2.65	
	114,30	 	4.500	         	2,.5	 	1.15	 	33,5	 	1.30	 	64,0	 	2.50	
	127,00	 	5.000	             	58,0	 	2.25	
	129,00	 	5.079	             	57,0	 	2.20	
	139,70	 	5.500	             	51,5	 	2.00	
	152,40	 	6.000	             	45,0	 	1.75	
	154,00	 	6.063	             	44,5	 	1.75	
	165,10	 	6.500	             	38,5	 	1.50	
	168,30	 	6.626	             	37,0	 	1.45	

	Formula:																		Electrode	length		=
Rotor	Ø		–		Tube	Ø

		–		Electrode	interval	(generally	1,5	mm)		–		3
2
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Dimensions (mm) Enclosed Orbital Weld Heads 
 
OW	12	Version	A	(narrow) OW	12	Version	B	(wide) ORBIWELD	19

75.9

4.9
34.0
24.5
19.6
14.5

7.2

66.4

32.729.7

-R36.5

ORBIWELD	38S ORBIWELD	76S ORBIWELD	115S

34

34

19

55

102.5

357.2

102.5

95

47.5

71.2

R26
R50

Electrode	17.0
38
22.1

34
71.2

382.6

78.5

145.8
135R45

R70
146

67.3

Elektrode	19.0

216.5

117

44
8

47
8.
4

37
6.
2

ORBIWELD	65 ORBIWELD	115 ORBIWELD	170

50
8.75

79.2

25
19

458
373

197

15°

71

Electrode- 
Position

25

60
9.75

101.5

30

498

387

249

15°

117

Electrode- 
Position

436

15°

585

331

70

35
29.6
436

11.75
Electrode- 
Position

172

140.5

Enclosed	Orbital	Weld	Heads

12,7
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21Enclosed	Orbital	Weld	Heads

Enclosed orbital weld heads ORBIWELD

Microweld head ORBIWELD 12 

The ideal solution for welds in the semiconductor industry and in all applications where
space	is	very	limited.	Also	particularly	suitable	for	welding	all	common	microfittings.	

With	its	extremely	compact	design	and	different	clamping	cartridges,	the	ORBIWELD	12
microweld	head	offers	a	uniquely	versatile	functionality	and	a	high	power-on	time
previously	unknown	for	weld	heads	of	this	size	thanks	to	the	water	coolant	system.
With	an	ORBIMAT	series	power	supply	you	now	have	a	highly	accurate	welding	system
that is yet simple to handle.

•	 Quick	change	system	for	clamping	shells.
•	 Remote	control	built	into	the	handle.
•	 Extremely	narrow	clamping	cartridges	(Version	A).	
•	 Wide	clamping	cartridge	(Version	B)	with	exchangeable	clamping	shells	for 

standard applications.
•	 The	removable	clamping	cartridge	enables	accurate	alignment	with	the	parts	to	be 

welded,	even	where	there	is	very	little	space.

Including	7.5	m	(24.6	ft)	hose	package	and	tool	set.	 
For	cable	assembly	extensions	see	page	40.
The	clamping	cartridges	and	clamping	shell	shells	should	be	ordered	separately	(see	below). 

Article Tube	OD	
[mm]

Tube	OD 
[inch]

Code Weight
weld head 
[kg]

Dispatch
weight 
[kg]

Microweld	head	OW	12 3,00	-		12,70 0.118	-	0.500 821	000	001 5,700 11,000

Exchangeable clamping cartridges for OW 12 version A (narrow)

Clamping	cartridges	with	a	total	width	of	only	12.7	mm	(0.5	inch)	can	be	supplied
(version	A,	see	below)	for	welding	microfittings	and	other	applications	with	very	limited
chuck	lengths.	For	version	A	a	separate	clamping	cartridge	is	required	for	every	tube	
diameter. 
 

Article Tube	OD	
[mm]

Tube	OD	
[inch] 

Code kg

Clamping	cartridge	OW	12	version	A	narrow 3,00 0.118 821	050	101	 -
Clamping	cartridge	OW	12	version	A	narrow 3,17 0.125 821	050	102 -
Clamping	cartridge	OW	12	version	A	narrow 4,00 0.157 821	050	103 -
Clamping	cartridge	OW	12	version	A	narrow 4,76 0.187 821	050	104 -
Clamping	cartridge	OW	12	version	A	narrow 4,78 0.188 821	050	105 -
Clamping	cartridge	OW	12	version	A	narrow 5,00 0.197 821	050	106 -
Clamping	cartridge	OW	12	version	A	narrow 6,00 0.236 821	050	107 -
Clamping	cartridge	OW	12	version	A	narrow 6,35 0.250 821	050	108 -
Clamping	cartridge	OW	12	version	A	narrow 7,00 0.276 821	050	109 -
Clamping	cartridge	OW	12	version	A	narrow 7,94 0.313 821	050	110 -
Clamping	cartridge	OW	12	version	A	narrow 8,00 0.315 821	050	111 -
Clamping	cartridge	OW	12	version	A	narrow 9,00 0.354 821	050	112 -
Clamping	cartridge	OW	12	version	A	narrow 9,53 0.375 821	050	113 -
Clamping	cartridge	OW	12	version	A	narrow 10,00 0.394 821	050	114 -
Clamping	cartridge	OW	12	version	A	narrow 10,10 0.398 821	050	115 -
Clamping	cartridge	OW	12	version	A	narrow 10,20 0.402 821	050	116 -
Clamping	cartridge	OW	12	version	A	narrow 10,30 0.406 821	050	117 -
Clamping	cartridge	OW	12	version	A	narrow 10,50 0.413 821	050	118 -
Clamping	cartridge	OW	12	version	A	narrow 11,00 0.433 821	050	119 -
Clamping	cartridge	OW	12	version	A	narrow 11,90 0.469 821	050	120 -

OW 12 with wide clamping cartridge 
(version B) and 

exchangeable clamping shells

OW 12 with narrow clamping cartridge  
(version A) especially for 

welding microfittings.

Clamping cartridge for OW 12 
Version A (schmal)
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22 Enclosed	Orbital	Weld	Heads

Article Tube	OD	
[mm]

Tube	OD	
[inch] 

Code kg

Clamping	cartridge	OW	12	version	A	narrow 12,00 0.472 821	050	121 -
Clamping	cartridge	OW	12	version	A	narrow 12,10 0.476 821	050	122 -
Clamping	cartridge	OW	12	version	A	narrow 12,20 0.480 821	050	123 -
Clamping	cartridge	OW	12	version	A	narrow 12,50 0.492 821	050	124 -
Clamping	cartridge	OW	12	version	A	narrow 12,70 0.500 821	050	125 -

                                                                       

Exchangeable clamping cartridge for OW 12 Version B (wide)

When	using	the	exchangeable	clamping	cartridge	version	B 
a	set	of	clamping	shells	is	required	in	addition	for	each	tube	OD	(see	below).

Article Code kg
Exchangeable	clamping	cartridge	 for	OW	12	version	B	wide 821	050	002 0,095

                                

Clamping shells sets for OW 12 Version B (wide)

When	using	the	exchangeable	clamping	cartridge	version	B 
a	set	of	clamping	shells	is	required	in	addition	for	each	tube	OD. 

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 3,00 0.118 821	002	220 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 3,17 0.125 821	002	221 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 3,18 0.125 821	002	222 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 3,95 0.156 821	002	223 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 4,00 0.157 821	002	224 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 4,76 0.187 821	002	225 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 4,78 0.188 821	002	226 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 5,95 0.234 821	002	227 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 6,00 0.236 821	002	228 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 6,35 0.250 821	002	229 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 7,00 0.276 821	002	230 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 7,50 0.295 821	002	231 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 7,94 0.313 821	002	232 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 8,00 0.315 821	002	233 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 9,00 0.354 821	002	234 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 9,53 0.375 821	002	235 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 9,95 0.392 821	002	236 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 10,00 0.394 821	002	237 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 10,10 0.398 821	002	238 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 10,20 0.402 821	002	239 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 11,00 0.433 821	002	240 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 11,11 0.437 821	002	241 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 11,95 0.470 821	002	242 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 12,00 0.472 821	002	243 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 12,10 0.476 821	002	244 -
Clamping	shells	set	OW	12	version	B	wide	 (4pcs.) 12,70 0.500 821	002	245 -

                                               

Clamping cartridge for OW 12 for microfittings

Clamping	cartridge	especially	designed	for	microfittings	applications.	
a	separate	clamping	cartridge	is	required	for	each	tube	OD. 
 
Possible welding applications: 
•				Microfitting	to	microfitting.
•	 Microfitting		to	tube.
•	 Tube	to	tube.

Clamping shells set OW 12
version B wide (4pcs.) 

Clamping cartridge microfitting 
for ORBIWELD 12 

Exchangeable clamping cartridges
for OW 12 version B wide
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23Enclosed	Orbital	Weld	Heads

Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Clamping	cartridge	OW	12	microfitting 3,17 0.125 821	050	029 -
Clamping	cartridge	OW	12	microfitting 6,00 0.236 821	050	040
Clamping	cartridge	OW	12	microfitting 6,35 0.250 821	050	030 -
Clamping	cartridge	OW	12	microfitting 8,00 0.315 821	050	041 -
Clamping	cartridge	OW	12	microfitting 9,53 0.375 821	050	050 -
Clamping	cartridge	OW	12	microfitting 10,00 0.394 821	050	042 -
Clamping	cartridge	OW	12	microfitting 12,00 0.472 821	050	055 -
Clamping	cartridge	OW	12	microfitting 12,70 0.500 821	050	060 -

Orbital weld head OW 19 

Enclosed	orbital	weld	heads	for	tubes	and	microfittings.
Extremely	narrow	design	and	yet	highly	durable	thanks	to	intensive	water	cooling	system.	
The	small	dimensions	of	the	OW	19	weld	head	make	it	ideal	for	applications	where	space	is	
very	limited,	as	is	often	the	case	in	the	semiconductor,	air	and	aerospace,	pharmaceutical	
and ultra pure water supply sectors.

•	 The	3-part	clamping	mechanism	ensures	that	the	head	can	be	clamped	in	the	most	
confined	spaces,	as	even	when	open	no	parts	protrude	beyond	the	contour	of	the	head.	
Equally,	an	exact	alignment,	with	no	misalignment	is	guaranteed	with	the	parts	to	be	
welded.

•	 Using	the	keypad	built	into	the	handle,	it	is	possible	to	specify	all	the	necessary	com-
mands to the power supply without an additional remote control.

Including	7.5	m	(24.6	ft)	hose	package	and	tool	set.
The clamping shell should be ordered separately. 

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code Weight	
weld head 
[kg]

Dispatch	
weight 
[kg]

Orbital	weld	head	OW	19 3,00	-	19,05 0.118	-	0.750	 822	000	001 7,500 14,800

                                                              

Clamping shells set for OW 19

One	set	of	clamping	shells	consists	of	6	shells. 
There	are	2	version	of	clamping	shells:

•	 Version	„W“	(wide)	for	standard	applications.
•	 Version		„S“	(narrow)	for	applications	in	extremely	conditions	with	low	clearances. 

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Clamping	shells	set	W	OW	19	wide	 (6pcs.) 3,00 0.118 822	002	120 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 3,17 0.125 822	002	121 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 3,18 0.125 822	002	122 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 3,95 0.156 822	002	123 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 4,00 0.157 822	002	124 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 4,76 0.187 822	002	125 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 4,78 0.188 822	002	126 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 5,95 0.234 822	002	127 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 6,00 0.236 822	002	128 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 6,35 0.250 822	002	129 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 7,00 0.276 822	002	130 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 7,50 0.295 822	002	131 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 7,94 0.313 822	002	132 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 8,00 0.315 822	002	133 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 9,00 0.354 822	002	134 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 9,53 0.375 822	002	135 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 9,95 0.392 	822	002	136 -

Orbital weld head OW 19 

Clamping shells set W OW 19 wide 
(6 pcs.)
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Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Clamping	shells	set	W	OW	19	wide	 (6pcs.) 10,00 0.394 822	002	137 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 10,10 0.398 822	002	138 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 10,20 0.402 822	002	139 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 11,00 0.433 822	002	140 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 11,11 0.437 822	002	141 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 11,95 0.470 822	002	142 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 12,00 0.472 822	002	143 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 12,10 0.476 822	002	144 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 12,70 0.500 822	002	145 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 13,00 0.512 822	002	146 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 13,20 0.520 822	002	147 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 13,50 0.531 822	002	148 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 13,70 0.539 822	002	149 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 14,00 0.551 822	002	150 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 14,30 0.563 822	002	151 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 14,70 0.579 822	002	152 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 15,00 0.591 822	002	153 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 15,30 0.602 822	002	154 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 15,60 0.614 822	002	155 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 15,70 0.618 822	002	156 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 15,88 0.625 822	002	157 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 16,00 0.630 822	002	158 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 16,70 0.657 822	002	159 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 17,00 0.669 822	002	160 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 17,08 0.672 822	002	161 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 17,20 0.677 822	002	162 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 17,30 0.681 822	002	163 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 18,00 0.709 822	002	164 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 19,00 0.748 822	002	165 -
Clamping	shells	set	W	OW	19	wide	 (6pcs.) 19,05 0.750 822	002	166 -

Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 3,00 0.118 822	002	320 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 3,17 0.125 822	002	321 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 3,18 0.156 822	002	322 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 3,95 0.157 822	002	323 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 4,00 0.187 822	002	324 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 4,76 0.188 822	002	325 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 4,78 0.234 822	002	326 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 5,95 0.236 822	002	327 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 6,00 0.250 822	002	328 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 6,35 0.276 822	002	329 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 7,00 0.295 822	002	330 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 7,50 0.313 822	002	331 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 7,94 0.315 822	002	332 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 8,00 0.354 822	002	333 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 9,00 0.375 822	002	334 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 9,53 0.392 822	002	335 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 9,95 0.394 822	002	336 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 10,00 0.398 822	002	337 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 10,10 0.402 822	002	338 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 10,20 0.433 822	002	339 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 11,00 0.437 822	002	340 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 11,11 0.470 822	002	341 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 11,95 0.472 822	002	342 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 12,00 0.476 822	002	343 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 12,10 0.500 822	002	344 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 12,70 0.512 822	002	345 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 13,00 0.520 822	002	346 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 13,20 0.531 822	002	347 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 13,50 0.539 822	002	348 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 13,70 0.539 822	002	349 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 14,00 0.551 822	002	350 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 14,30 0.563 822	002	351 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 14,70 0.579 822	002	352 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 15,00 0.591 822	002	353 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 15,30 0.602 822	002	354 -

Enclosed	Orbital	Weld	Heads

Clamping shells set S OW 19 S narrow 
(6 pcs.) 
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Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 15,60 0.614 822	002	355 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 15,70 0.618 822	002	356 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 15,88 0.625 822	002	357 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 16,00 0.630 822	002	358 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 16,70 0.657 822	002	359 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 17,00 0.669 822	002	360 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 17,08 0.672 822	002	361 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 17,20 0.677 822	002	362 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 17,30 0.681 822	002	363 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 18,00 0.709 822	002	364 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 19,00 0.748 822	002	365 -
Clamping	shells	set	S	OW	19	narrow	 (6pcs.) 19,05 0.750 822	002	366 -
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Enclosed orbital weld heads ORBIWELD S

Orbital weld heads ORBIWELD 38S, 76S, 115S

Enclosed	orbital	weld	heads	with	extremely	narrow	design	and	therefore	highly	durable
thanks	to	the	intensive	water	cooling	system.	The	small	dimensions	of	the	ORBIWELD
S-weld	head	series	make	it	ideal	for	applications	where	space	is	very	limited,	as	is
often the case in pharmaceutical and similar application sectors.

•	 Quick	change	system	for	clamping	shells.	The	clamping	shells	are	simply	clipped	in	and 
out without any additional tools.

•	 Completely	water	cooled.
•	 Thanks	to	the	extremely	narrow	design	of	the	ORBIWELD	S	series,	parts	with	short 

straight welding lengths can also be processed.
•	 Durable	clamping	connections	in	conjunction	with	clamping	shells	available	for	all 

tube dimensions guarantee that the parts to be welded are clamped securely without 
misalignment.

•	 All	the	important	commands	for	welding	can	be	transmitted	to	the	power	supply	via	a 
control	panel	built	into	the	robust	and	durable	aluminum	handle,	so	that	no	additional 
remote	control	is	required.

Including	7.5	m	(24.6	ft)	hose	package	and	tool	set. 
For	cable	assembly	extensions	see	page	40.	
The clamping shells should be ordered separately.

Article Tube	OD	 
[mm]

Tube	OD	
[inch]

Code Weight	
weld head 
[kg]

Dispatch	
weight 
[kg]

Orbital	weld	head	OW	38S 3,00	-			38,10 1/8"	-	1.5" 826	000	001 9,000 16,500
Orbital	weld	head	OW	76S 6,00	-			77,00 1/4"	-	3.0" 827	000	001 9,400 16,900
Orbital	weld	head	OW	115S 20,00	-	115,00 3/4"	-	4.5" 828	000	001 13,000 18,600

Enclosed	Orbital	Weld	Heads

ORBIWELD 38S and ORBIWELD 76S

ORBIWELD 115S
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Enclosed orbital weld heads ORBIWELD

Orbital weld heads ORBIWELD 65, 115, 170

The	ORBIWELD	series	is	characterized	by	very	high	thermal	load	bearing	capacity:	It	is	
therefore	particularly	suitable	for	applications	in	the	chemical,	pharmaceutical,	and	food	
industry,	where	ever	greater	demands	are	made	on	the	closed	weld	heads	by	ever 
greater	tube	diameters	and	wall	thicknesses.

Coolant	channels	running	through	the	entire	weld	head	body	have	provided	for 
excellent	heat	dissipation	that	enable	the	ORBIWELD	weld	heads	to	work	continuously	
even	at	high	welding	currents	and	intensive	load.	The	closed	design	of	the	ORBIWELD	
series and the gas management system of the head ensure a permanent infiltration of the 
weld	seam	with	during	welding	with	insert	gas,	guaranteeing	seams	that	are	very	low	in	
welding colors.

•	 Quick	change	system	for	clamping	shells.	The	clamping	shells	are	simply	clipped	in	and	
out without any additional tooling.

•	 Completely	water	cooled.
•	 Stable	clamp	connections	in	conjunction	with	clamping	shells	available	for	all	tube	

dimensions guarantee secure clamping and centering of the parts to be welded without 
misalignment.

•	 All	the	important	commands	for	welding	can	be	transmitted	to	the	power	supply	via	a	
control	panel	built	into	the	robust	and	durable	aluminum	handle,	so	that	no	additional	
remote	control	is	required.

Including	7.5	m	(24.6	ft)	hose	package	and	tool	set. 
For	cable	assembly	extensions	see	page	40.
The clamping shells should be ordered separately. 

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code Weight	
weld head 
[kg]

Dispatch	
weight 
[kg]

Orbital	weld	head	OW	65 6,00	-			70,00 1/4"	–	2.5" 823	000	001 13,100 20,600
Orbital	weld	head	OW	115 20,00	-	115,00 3/4"	–	4.5" 824	000	001 15,100 22,600
Orbital	weld	head	OW	170 50,00	-	170,00 2.0"	–	6.0" 825	000	001 20,700 36,200

ORBIWELD 115
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Accessories for ORBIWELD S and ORBIWELD

NOTE! NEW CLAMPING SYSTEM!

1	pair	clamping	shell	consists	of	2	clamping	shells	for	1	clamping	side. 
Thus	for	each	tube	OD	2	pairs	of	clamping	shells	are	required. 
 
We	offer	you	the	opportunity	to	choose	between	wide	„W“	and	narrow	„S“	clamping	shells	
for	orbital	weld	heads	ORBIWELD	115,	115S	and	170,	which	can	be	combined	as	needed.

Pairs of clamping shells for ORBIWELD 38S 

Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 3,00 0.118 826	002	120 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 3,17 0.125 826	002	121 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 3,18 0.125 826	002	122 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 3,95 0.156 826	002	123 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 4,00 0.157 826	002	124 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 4,76 0.187 826	002	125 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 4,78 0.188 826	002	126 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 5,95 0.234 826	002	127 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 6,00 0.236 826	002	128 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 6,35 0.250 826	002	129 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 7,00 0.276 826	002	130 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 7,50 0.295 826	002	131 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 7,94 0.313 826	002	132 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 8,00 0.315 826	002	133 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 9,00 0.354 826	002	134 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 9,53 0.375 826	002	135 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 9,95 0.392 826	002	136 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 10,00 0.394 826	002	137 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 10,10 0.398 826	002	138 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 10,20 0.402 826	002	139 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 11,00 0.433 826	002	140 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 11,11 0.437 826	002	141 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 11,95 0.470 826	002	142 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 12,00 0.472 826	002	143 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 12,10 0.476 826	002	144 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 12,70 0.500 826	002	145 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 13,00 0.512 826	002	146 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 13,20 0.520 826	002	147 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 13,50 0.531 826	002	148 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 13,70 0.539 826	002	149 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 14,00 0.551 826	002	150 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 14,30 0.563 826	002	151 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 14,70 0.579 826	002	152 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 15,00 0.591 826	002	153 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 15,30 0.602 826	002	154 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 15,60 0.614 826	002	155 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 15,70 0.618 826	002	156 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 15,88 0.625 826	002	157 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 16,00 0.630 826	002	158 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 16,70 0.657 826	002	159 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 17,00 0.669 826	002	160 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 17,08 0.672 826	002	161 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 17,20 0.677 826	002	162 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 17,30 0.681 826	002	163 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 18,00 0.709 826	002	164 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 19,00 0.748 826	002	165 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 19,05 0.750 826	002	166 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 19,50 0.768 826	002	167 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 20,00 0.787 826	002	168 -

Pair of clamping shells OW 38S (2pcs.) 
for one clamping side
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29Enclosed	Orbital	Weld	Heads

Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 21,00 0.827 826	002	169 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 21,30 0.839 826	002	170 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 21,70 0.854 826	002	171 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 22,00 0.866 826	002	172 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 22,22 0.875 826	002	173 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 22,23 0.875 826	002	174 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 22,55 0.888 826	002	175 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 23,00 0.906 826	002	176 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 24,00 0.945 826	002	177 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 24,13 0.950 826	002	178 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 25,00 0.984 826	002	179 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 25,25 0.994 826	002	180 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 25,40 1.000 826	002	181 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 26,00 1.024 826	002	182 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 26,70 1.051 826	002	183 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 26,90 1.059 826	002	184 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 27,00 1.063 826	002	185 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 27,20 1.071 826	002	186 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 28,00 1.102 826	002	187 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 29,00 1.142 826	002	188 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 30,00 1.181 826	002	189 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 30,53 1.202 826	002	190 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 31,75 1.250 826	002	191 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 31,80 1.252 826	002	192 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 32,00 1.260 826	002	193 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 33,00 1.299 826	002	194 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 33,40 1.315 826	002	195 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 33,70 1.327 826	002	196 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 34,00 1.339 826	002	197 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 35,00 1.378 826	002	198 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 36,00 1.417 826	002	199 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 38,00 1.496 826	002	200 -
Pair	of	 clamping	shells	OW	38S	 (2pcs.) 38,10 1.500 826	002	201 -

Pairs of clamping shells for ORBIWELD 76S

Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 6,00 0.236 827	002	120 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 6,35 0.250 827	002	121 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 7,00 0.276 827	002	122 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 7,50 0.295 827	002	123 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 7,94 0.313 827	002	124 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 8,00 0.315 827	002	125 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 9,00 0.354 827	002	126 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 9,53 0.375 827	002	127 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 9,95 0.392 827	002	128 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 10,00 0.394 827	002	129 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 10,10 0.398 827	002	130 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 10,20 0.402 827	002	131 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 11,00 0.433 827	002	132 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 11,11 0.437 827	002	133 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 11,95 0.470 827	002	134 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 12,00 0.472 827	002	135 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 12,10 0.476 827	002	136 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 12,70 0.500 827	002	137 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 13,00 0.512 827	002	138 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 13,20 0.520 827	002	139 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 13,50 0.531 827	002	140 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 13,70 0.539 827	002	141 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 14,00 0.551 827	002	142 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 14,30 0.563 827	002	143 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 14,70 0.579 827	002	144 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 15,00 0.591 827	002	145 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 15,30 0.602 827	002	146 -

Pair of clamping shells OW 76S (2pcs.) 
for one clamping side
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Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 15,60 0.614 827	002	147 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 15,70 0.618 827	002	148 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 15,88 0.625 827	002	149 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 16,00 0.630 827	002	150 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 16,70 0.657 827	002	151 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 17,00 0.669 827	002	152 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 17,08 0.672 827	002	153 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 17,20 0.677 827	002	154 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 17,30 0.681 827	002	155 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 18,00 0.709 827	002	156 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 19,00 0.748 827	002	157 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 19,05 0.750 827	002	158 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 19,50 0.768 827	002	159 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 20,00 0.787 827	002	160 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 21,00 0.827 827	002	161 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 21,30 0.839 827	002	162 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 21,70 0.854 827	002	163 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 22,00 0.866 827	002	164 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 22,22 0.875 827	002	165 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 22,23 0.875 827	002	166 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 22,55 0.888 827	002	167 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 23,00 0.906 827	002	168 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 24,00 0.945 827	002	169 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 24,13 0.950 827	002	170 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 25,00 0.984 827	002	171 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 25,25 0.994 827	002	172 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 25,40 1.000 827	002	173 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 26,00 1.024 827	002	174 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 26,70 1.051 827	002	175 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 26,90 1.059 827	002	176 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 27,00 1.063 827	002	177 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 27,20 1.071 827	002	178 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 28,00 1.102 827	002	179 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 29,00 1.142 827	002	180 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 30,00 1.181 827	002	181 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 30,53 1.202 827	002	182 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 31,75 1.250 827	002	183 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 31,80 1.252 827	002	184 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 32,00 1.260 827	002	185 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 33,00 1.299 827	002	186 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 33,40 1.315 827	002	187 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 33,70 1.327 827	002	188 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 34,00 1.339 827	002	189 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 35,00 1.378 827	002	190 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 36,00 1.417 827	002	191 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 38,00 1.496 827	002	192 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 38,10 1.500 827	002	193 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 40,00 1.575 827	002	194 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 41,00 1.614 827	002	195 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 42,00 1.654 827	002	196 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 42,16 1.660 827	002	197 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 42,30 1.665 827	002	198 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 42,40 1.669 827	002	199 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 42,70 1.681 827	002	200 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 43,00 1.693 827	002	201 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 43,20 1.701 827	002	202 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 44,00 1.732 827	002	203 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 44,45 1.750 827	002	204 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 44,50 1.752 827	002	205 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 45,00 1.772 827	002	206 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 45,80 1.803 827	002	207 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 48,00 1.890 827	002	208 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 48,26 1.900 827	002	209 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 48,30 1.902 827	002	210 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 48,60 1.913 827	002	211 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 50,00 1.969 827	002	212 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 50,80 2.000 827	002	213 -
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Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 51,00 2.008 827	002	214 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 52,00 2.047 827	002	215 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 53,00 2.087 827	002	216 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 54,00 2.126 827	002	217 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 57,00 2.244 827	002	218 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 60,00 2.363 827	002	219 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 60,10 2.366 827	002	220 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 60,30 2.374 827	002	221 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 60,45 2.380 827	002	222 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 60,50 2.382 827	002	223 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 63,00 2.480 827	002	224 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 63,20 2.488 827	002	225 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 63,50 2.500 827	002	226 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 65,00 2.559 827	002	227 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 70,00 2.756 827	002	228 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 70,20 2.764 827	002	229 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 73,00 2.874 827	002	230 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 73,03 2.875 827	002	231 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 73,15 2.880 827	002	232 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 75,00 2.953 827	002	233 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 76,00 2.992 827	002	234 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 76,10 2.996 827	002	235 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 76,20 3.000 827	002	236 -
Pair	of	 clamping	shells	OW	76S	 (2pcs.) 76,30 3.004 827	002	237 -

Pairs of clamping shells for ORBIWELD 65

Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	65	 (2pcs.) 6,00 0.236 823	002	120	 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 6,35 0.250 823	002	121 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 7,00 0.276 823	002	122 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 7,50 0.295 823	002	123 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 7,94 0.313 823	002	124 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 8,00 0.315 823	002	125 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 9,00 0.354 823	002	126 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 9,53 0.375 823	002	127 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 9,95 0.392 823	002	128 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 10,00 0.394 823	002	129 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 10,10 0.398 823	002	130 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 10,20 0.402 823	002	131 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 11,00 0.433 823	002	132 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 11,11 0.437 823	002	133 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 11,95 0.470 823	002	134 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 12,00 0.472 823	002	135 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 12,10 0.476 823	002	136 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 12,70 0.500 823	002	137 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 13,00 0.512 823	002	138 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 13,20 0.520 823	002	139 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 13,50 0.531 823	002	140 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 13,70 0.539 823	002	141 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 14,00 0.551 823	002	142 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 14,30 0.563 823	002	143 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 14,70 0.579 823	002	144 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 15,00 0.591 823	002	145 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 15,30 0.602 823	002	146 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 15,60 0.614 823	002	147 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 15,70 0.618 823	002	148 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 15,88 0.625 823	002	149 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 16,00 0.630 823	002	150 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 16,70 0.657 823	002	151 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 17,00 0.669 823	002	152 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 17,08 0.672 823	002	153 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 17,20 0.677 823	002	154 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 17,30 0.681 823	002	155 -
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Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	65	 (2pcs.) 18,00 0.709 823	002	156 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 19,00 0.748 823	002	157 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 19,05 0.750 823	002	158 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 19,50 0.768 823	002	159 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 20,00 0.787 823	002	160 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 21,00 0.827 823	002	161 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 21,30 0.839 823	002	162 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 21,70 0.854 823	002	163 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 22,00 0.866 823	002	164 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 22,22 0.875 823	002	165 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 22,23 0.875 823	002	166 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 22,55 0.888 823	002	167 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 23,00 0.906 823	002	168 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 24,00 0.945 823	002	169 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 24,13 0.950 823	002	170 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 25,00 0.984 823	002	171 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 25,25 0.994 823	002	172 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 25,40 1.000 823	002	173 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 26,00 1.024 823	002	174 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 26,70 1.051 823	002	175 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 26,90 1.059 823	002	176 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 27,00 1.063 823	002	177 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 27,20 1.071 823	002	178 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 28,00 1.102 823	002	179 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 29,00 1.142 823	002	180 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 30,00 1.181 823	002	181 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 30,53 1.202 823	002	182 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 31,75 1.250 823	002	183 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 31,80 1.252 823	002	184 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 32,00 1.260 823	002	185 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 33,00 1.299 823	002	186 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 33,40 1.315 823	002	187 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 33,70 1.327 823	002	188 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 34,00 1.339 823	002	189 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 35,00 1.378 823	002	190 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 36,00 1.417 823	002	191 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 38,00 1.496 823	002	192 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 38,10 1.500 823	002	193 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 40,00 1.575 823	002	194 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 41,00 1.614 823	002	195 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 42,00 1.654 823	002	196 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 42,16 1.660 823	002	197 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 42,30 1.665 823	002	198 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 42,40 1.669 823	002	199 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 42,70 1.681 823	002	200 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 43,00 1.693 823	002	201 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 43,20 1.701 823	002	202 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 44,00 1.732 823	002	203 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 44,45 1.750 823	002	204 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 44,50 1.752 823	002	205 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 45,00 1.772 823	002	206 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 45,80 1.803 823	002	207 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 48,00 1.890 823	002	208 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 48,26 1.900 823	002	209 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 48,30 1.902 823	002	210 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 48,60 1.913 823	002	211 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 50,00 1.969 823	002	212 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 50,80 2.000 823	002	213 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 51,00 2.008 823	002	214 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 52,00 2.047 823	002	215 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 53,00 2.087 823	002	216 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 54,00 2.126 823	002	217 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 57,00 2.244 823	002	218 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 60,00 2.363 823	002	219 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 60,10 2.366 823	002	220 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 60,30 2.374 823	002	221 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 60,45 2.380 823	002	222 -

Enclosed	Orbital	Weld	Heads
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Article Tube	OD	[mm] Tube	OD	[inch] Code kg
Pair	of	 clamping	shells	OW	65	 (2pcs.) 60,50 2.382 823	002	223 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 63,00 2.480 823	002	224 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 63,20 2.488 823	002	225 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 63,50 2.500 823	002	226 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 65,00 2.559 823	002	227 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 70,00 2.756 823	002	228 -
Pair	of	 clamping	shells	OW	65	 (2pcs.) 70,20 2.764 823	002	229 -

Pairs of clamping shells for ORBIWELD 115/115S

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 20,00 0.787 824	002	120 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 21,00 0.827 824	002	121 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 21,30 0.839 824	002	122 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 21,70 0.854 824	002	123 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 22,00 0.866 824	002	124 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 22,22 0.875 824	002	125 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 22,23 0.875 824	002	126 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 22,55 0.888 824	002	127 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 23,00 0.906 824	002	128 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 24,00 0.945 824	002	129 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 24,13 0.950 824	002	130 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 25,00 0.984 824	002	131 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 25,25 0.994 824	002	132 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 25,40 1.000 824	002	133 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 26,00 1.024 824	002	134 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 26,70 1.051 824	002	135 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 26,90 1.059 824	002	136 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 27,00 1.063 824	002	137 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 27,20 1.071 824	002	138 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 28,00 1.102 824	002	139 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 29,00 1.142 824	002	140 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 30,00 1.181 824	002	141 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 30,53 1.202 824	002	142 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 31,75 1.250 824	002	143 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 31,80 1.252 824	002	144 -

Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 32,00 1.260 824	002	145 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 33,00 1.299 824	002	146 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 33,40 1.315 824	002	147 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 33,70 1.327 824	002	148 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 34,00 1.339 824	002	149 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 35,00 1.378 824	002	150 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 36,00 1.417 824	002	151 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 38,00 1.496 824	002	152 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 38,10 1.500 824	002	153 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 40,00 1.575 824	002	154 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 41,00 1.614 824	002	155 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 42,00 1.654 824	002	156 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 42,16 1.660 824	002	157 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 42,30 1.665 824	002	158 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 42,40 1.669 824	002	159 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 42,70 1.681 824	002	160 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 43,00 1.693 824	002	161 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 43,20 1.701 824	002	162 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 44,00 1.732 824	002	163 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 44,45 1.750 824	002	164 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 44,50 1.752 824	002	165 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 45,00 1.772 824	002	166 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 45,80 1.803 824	002	167 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 48,00 1.890 824	002	168 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 48,26 1.900 824	002	169 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 48,30 1.902 824	002	170 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 48,60 1.913 824	002	171 -

Pair of clamping shells S OW 115 / 115S  
narrow (2pcs.) for one clamping side

Pair of clamping shells W OW 115/115S  
wide (2pcs.) for one clamping side
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Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 50,00 1.969 824	002	172 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 50,80 2.000 824	002	173 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 51,00 2.008 824	002	174 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 52,00 2.047 824	002	175 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 53,00 2.087 824	002	176 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 54,00 2.126 824	002	177 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 57,00 2.244 824	002	178 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 60,00 2.363 824	002	179 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 60,10 2.366 824	002	180 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 60,30 2.374 824	002	181 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 60,45 2.380 824	002	182 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 60,50 2.382 824	002	183 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 63,00 2.480 824	002	184 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 63,20 2.488 824	002	185 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 63,50 2.500 824	002	186 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 65,00 2.559 824	002	187 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 70,00 2.756 824	002	188 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 70,20 2.764 824	002	189 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 73,00 2.874 824	002	190 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 73,03 2.875 824	002	191 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 73,15 2.880 824	002	192 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 75,00 2.953 824	002	193 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 76,00 2.992 824	002	194 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 76,10 2.996 824	002	195 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 76,20 3.000 824	002	196 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 76,30 3.004 824	002	197 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 80,00 3.150 824	002	198 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 82,00 3.228 824	002	199 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 82,30 3.240 824	002	200 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 85,00 3.346 824	002	201 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 85,90 3.382 824	002	202 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 88,90 3.500 824	002	203 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 89,00 3.504 824	002	204 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 89,10 3.508 824	002	205 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 90,00 3.543 824	002	206 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 93,00 3.661 824	002	207 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 95,00 3.740 824	002	208 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 100,00 3.937 824	002	209 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 101,60 4.000 824	002	210 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 104,00 4.094 824	002	211 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 108,00 4.252 824	002	212 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 110,00 4.331 824	002	213 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 113,50 4.468 824	002	214 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 114,00 4.488 824	002	215 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 114,30 4.500 824	002	216 -
Pair	of	clamping	shells	S	OW	115/115S	narrow	(2pcs.) 115,00 4.528 824	002	217 -

Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 20,00 0.787 824	002	320 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 21,00 0.827 824	002	321 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 21,30 0.839 824	002	322 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 21,70 0.854 824	002	323 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 22,00 0.866 824	002	324 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 22,22 0.875 824	002	325 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 22,23 0.875 824	002	326 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 22,55 0.888 824	002	327 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 23,00 0.906 824	002	328 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 24,00 0.945 824	002	329 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 24,13 0.950 824	002	330 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 25,00 0.984 824	002	331 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 25,25 0.994 824	002	332 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 25,40 1.000 824	002	333 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 26,00 1.024 824	002	334 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 26,70 1.051 824	002	335 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 26,90 1.059 824	002	336 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 27,00 1.063 824	002	337 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 27,20 1.071 824	002	338 -

Enclosed	Orbital	Weld	Heads
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Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 28,00 1.102 824	002	339 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 29,00 1.142 824	002	340 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 30,00 1.181 824	002	341 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 30,53 1.202 824	002	342 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 31,75 1.250 824	002	343 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 31,80 1.252 824	002	344 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 32,00 1.260 824	002	345 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 33,00 1.299 824	002	346 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 33,40 1.315 824	002	347 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 33,70 1.327 824	002	348 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 34,00 1.339 824	002	349 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 35,00 1.378 824	002	350 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 36,00 1.417 824	002	351 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 38,00 1.496 824	002	352 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 38,10 1.500 824	002	353 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 40,00 1.575 824	002	354 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 41,00 1.614 824	002	355 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 42,00 1.654 824	002	356 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 42,16 1.660 824	002	357 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 42,30 1.665 824	002	358 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 42,40 1.669 824	002	359 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 42,70 1.681 824	002	360 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 43,00 1.693 824	002	361 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 43,20 1.701 824	002	362 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 44,00 1.732 824	002	363 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 44,45 1.750 824	002	364 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 44,50 1.752 824	002	365 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 45,00 1.772 824	002	366 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 45,80 1.803 824	002	367 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 48,00 1.890 824	002	368 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 48,26 1.900 824	002	369 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 48,30 1.902 824	002	370 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 48,60 1.913 824	002	371 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 50,00 1.969 824	002	372 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 50,80 2.000 824	002	373 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 51,00 2.008 824	002	374 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 52,00 2.047 824	002	375 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 53,00 2.087 824	002	376 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 54,00 2.126 824	002	377 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 57,00 2.244 824	002	378 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 60,00 2.363 824	002	379 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 60,10 2.366 824	002	380 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 60,30 2.374 824	002	381 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 60,45 2.380 824	002	382 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 60,50 2.382 824	002	383 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 63,00 2.480 824	002	384 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 63,20 2.488 824	002	385 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 63,50 2.500 824	002	386 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 65,00 2.559 824	002	387 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 70,00 2.756 824	002	388 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 70,20 2.764 824	002	389 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 73,00 2.874 824	002	390 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 73,03 2.875 824	002	391 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 73,15 2.880 824	002	392 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 75,00 2.953 824	002	393 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 76,00 2.992 824	002	394 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 76,10 2.996 824	002	395 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 76,20 3.000 824	002	396 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 76,30 3.004 824	002	397 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 80,00 3.150 824	002	398 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 82,00 3.228 824	002	399 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 82,30 3.240 824	002	400 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 85,00 3.346 824	002	401 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 85,90 3.382 824	002	402 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 88,90 3.500 824	002	403 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 89,00 3.504 824	002	404 -
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Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 89,10 3.508 824	002	405 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 90,00 3.543 824	002	406 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 93,00 3.661 824	002	407 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 95,00 3.740 824	002	408 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 100,00 3.937 824	002	409 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 101,60 4.000 824	002	410 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 104,00 4.094 824	002	411 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 108,00 4.252 824	002	412 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 110,00 4.331 824	002	413 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 113,50 4.468 824	002	414 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 114,00 4.488 824	002	415 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 114,30 4.500 824	002	416 -
Pair	of	clamping	shells	W	OW	115/115S	wide	(2pcs.) 115,00 4.528 824	002	417 -

Pairs of clamping shells for ORBIWELD 170 

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 50,00 1.969 825	002	120 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 50,80 2.000 825	002	121 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 51,00 2.008 825	002	122 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 52,00 2.047 825	002	123 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 53,00 2.087 825	002	124 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 54,00 2.126 825	002	125 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 57,00 2.244 825	002	126 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 60,00 2.363 825	002	127 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 60,10 2.366 825	002	128 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 60,30 2.374 825	002	129 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 60,45 2.380 825	002	130 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 60,50 2.382 825	002	131 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 63,00 2.480 825	002	132 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 63,20 2.488 825	002	133 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 63,50 2.500 825	002	134 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 65,00 2.559 825	002	135 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 70,00 2.756 825	002	136 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 70,20 2.764 825	002	137 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 73,00 2.874 825	002	138 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 73,03 2.875 825	002	139 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 73,15 2.880 825	002	140 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 75,00 2.953 825	002	141 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 76,00 2.992 825	002	142 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 76,10 2.996 825	002	143 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 76,20 3.000 825	002	144 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 76,30 3.004 825	002	145 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 80,00 3.150 825	002	146 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 82,00 3.228 825	002	147 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 82,30 3.240 825	002	148 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 85,00 3.346 825	002	149 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 85,90 3.382 825	002	150 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 88,90 3.500 825	002	151 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 89,00 3.504 825	002	152 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 89,10 3.508 825	002	153 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 90,00 3.543 825	002	154 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 93,00 3.661 825	002	155 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 95,00 3.740 825	002	156 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 100,00 3.937 825	002	157 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 101,60 4.000 825	002	158 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 104,00 4.094 825	002	159 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 108,00 4.252 825	002	160 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 110,00 4.331 825	002	161 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 113,50 4.468 825	002	162 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 114,00 4.488 825	002	163 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 114,30 4.500 825	002	164 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 115,00 4.528 825	002	165 -
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 125,00 4.921 825	002	166

Enclosed	Orbital	Weld	Heads

Pair of clamping shells S OW 170   
narrow (2pcs.) for one clamping side

Pair of clamping shells W OW 170   
wide (2pcs.) for one clamping side
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37Enclosed	Orbital	Weld	Heads

Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 127,00 5.000 825	002	167
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 127,05 5.002 825	002	168
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 129,00 5.079 825	002	169
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 133,00 5.236 825	002	170
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 139,70 5.500 825	002	171
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 141,30 5.563 825	002	172
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 152,40 6.000 825	002	173
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 154,00 6.063 825	002	174
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 159,00 6.260 825	002	175
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 165,10 6.500 825	002	176
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 165,20 6.504 825	002	177
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 168,30 6.626 825	002	178
Pair	of	clamping	shells	S	OW	170	narrow	(2pcs.) 170,00 6.693 825	002	179

Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 50,00 1.969 825	002	320 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 50,80 2.000 825	002	321 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 51,00 2.008 825	002	322 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 52,00 2.047 825	002	323 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 53,00 2.087 825	002	324 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 54,00 2.126 825	002	325 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 57,00 2.244 825	002	326 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 60,00 2.363 825	002	327 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 60,10 2.366 825	002	328 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 60,30 2.374 825	002	329 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 60,45 2.380 825	002	330 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 60,50 2.382 825	002	331 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 63,00 2.480 825	002	332 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 63,20 2.488 825	002	333 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 63,50 2.500 825	002	334 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 65,00 2.559 825	002	335 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 70,00 2.756 825	002	336 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 70,20 2.764 825	002	337 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 73,00 2.874 825	002	338 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 73,03 2.875 825	002	339 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 73,15 2.880 825	002	340 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 75,00 2.953 825	002	341 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 76,00 2.992 825	002	342 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 76,10 2.996 825	002	343 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 76,20 3.000 825	002	344 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 76,30 3.004 825	002	345 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 80,00 3.150 825	002	346 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 82,00 3.228 825	002	347 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 82,30 3.240 825	002	348 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 85,00 3.346 825	002	349 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 85,90 3.382 825	002	350 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 88,90 3.500 825	002	351 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 89,00 3.504 825	002	352 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 89,10 3.508 825	002	353 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 90,00 3.543 825	002	354 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 93,00 3.661 825	002	355 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 95,00 3.740 825	002	356 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 100,00 3.937 825	002	357 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 101,60 4.000 825	002	358 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 104,00 4.094 825	002	359 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 108,00 4.252 825	002	360 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 110,00 4.331 825	002	361 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 113,50 4.468 825	002	362 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 114,00 4.488 825	002	363 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 114,30 4.500 825	002	364 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 115,00 4.528 825	002	365 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 125,00 4.921 825	002	366 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 127,00 5.000 825	002	367 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 127,05 5.002 825	002	368 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 129,00 5.079 825	002	369 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 133,00 5.236 825	002	370 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 139,70 5.500 825	002	371 -
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Article Tube	OD	
[mm]

Tube	OD	
[inch]

Code kg

Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 141,30 5.563 825	002	372 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 152,40 6.000 825	002	373 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 154,00 5.063 825	002	374 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 159,00 6.260 825	002	375 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 165,10 6.500 825	002	376 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 165,20 6.504 825	002	377 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 168,30 6.626 825	002	378 -
Pair	of	clamping	shells	W	OW	170	wide	 (2pcs.) 170,00 6.693 825	002	379 -

Plastic case for clamping shells

With	separate	compartments	to	take	up	to	10	sets	of	standard	shells. 
Without	clamping	shells.	 

Article Code kg
Plastic	 case	 for	 clamping	 shells	 for	OW	38S 826	020	001 0,350
Plastic	 case	 for	 clamping	 shells	 for	OW	65	 and	OW	76S 827	020	006 1,388
Plastic	 case	 for	OW	115	 and	115S 824	020	002 1,443

Cavity shell for moldings (2 shells)

Clamping	shell	for	welding	shaped	pieces	(e.g.	flange,	flanged	wheels	and	screw	fittings	
in	the	food	industry).	 

Article Code kg
Cavity	 shell	 for	moldings	OW	38S 826	050	010 0,146
Cavity	 shell	 for	moldings	 for	OW	76S 827	050	007 0,266
Cavity	 shell	 for	moldings	 for	OW	65 823	050	010 0,612
Cavity	 shell	 for	moldings	 for	OW	115/OW	115S 824	050	003 0,660

Cavity	 shell	 for	moldings	 for	OW	170 825	050	002 0,852

Shells for arc welding

For	welding	standard	elbows	without	straight	side	attachment	(elbow-to-elbow	welding
without	straight	side	is	not	possible).	When	using	this	shell	on	a	weld	head	side	(left
or	right)	only	the	gas	protection	around	the	elbow	is	guaranteed.	There	is	no	clamping	so
that	the	elbow	has	to	be	tacked	in	place	before	welding.	

Shell consisting of:
•	 Two	basic	retainers	independent	of	the	tube	diameter.	
•	 Two	covers	independent	of	the	tube	diameter. 

Please submit a drawing of the elbow or a sample part when placing the order

Retainer/Cover
The covers are placed into the retainer and can be turned so that the side of the elbow can
exit at any angle from the welding held. The tube to be welded on the other side of the
welding held must be straight and be clamped with shells from the particular standard
clamping	shell	(standard	shells	not	included).

Clamping	shell	for	OW	38S 
With	the	weld	head	OW	38S	the	covers	are	made	to	customer	specification	(2	halves)
without	retainers	are	placed	directly	into	the	head.	A	retainer	is	therefore	not	required.
Please	specify	the	required	tube	diameter	when	placing	the	order.

Enclosed	Orbital	Weld	Heads

Plastic case for clamping shells
(not included as standard, ordered as an 

accessory)

Cavity shell for moldings

Shell for arc welding
(retainer/cover)
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39Enclosed	Orbital	Weld	Heads

Please	indicate	the	required	pipe	OD	and	inside	radius	of	the	elbow, 
in case an additional electrode adapter in needed. 

Article Code kg
Elbow	shell	 for	OW	38S	complete* 826	050	031 0,018
Retainer	 for	elbow	shell	 for	OW	76S 827	002	018 0,089
Cover	 for	elbow	shell	 for	OW	76S 827	050	021 0,029
Retainer	 for	elbow	shell	 for	OW	65 823	050	029 0,089
Cover	 for	elbow	shell	 for	OW	65* 823	050	030 0,028
Retainer	 for	elbow	shell	 for	OW	115	and	OW	115S 824	050	006 0,149
Cover	 for	elbow	shell	 for	OW	115S* 828	050	016 0,035
Cover	 for	elbow	shell	 for	OW	115* 824	050	020 0,035
Retainer	 for	elbow	shell	 for	OW	170 825	050	005 0,260
Cover	 for	elbow	shell	 for	OW	170* 825	050	020 0,043

* Please submit a drawing of the elbow or a sample part when placing the order.

Special clamping shells for orbital weld heads

T-Piece	clamping	shells
Clamping	shell	with	the	ability	to	take	the	hollowed	tube	and	the	tube	to	be	welded.
A	complete	set	is	required	for	each	task	and	dimension.

Inner	centering	with	simultaneous	forming	system	consisting	of:
•	 Mandrel
•	 Milled	nut
•	 Welded	part	retainer
•	 Hollowed	tube	piece	retainer

Article Tube	OD	max.	
[mm]

Tube	OD	max.	
[inch]

Code kg

T-piece	clamping	shells	 for	OW	38S - - 826	050	038 -
T-piece	clamping	shells	 for	OW	76S 48,30 1.902 827	050	005 0.800
Inner	centering	 for	OW	76S 48,30 1.902 827	050	006 1.200
Inner	centering	 for	OW	115/115S 85,00 3.346 824	050	005 2,000
T-piece	clamping	shells	for	OW	115/115S 85,00 3.346 824	050	004 1,300
T-piece	clamping	shells	 for	OW	170 154,00 6.063 825	050	003 3,700
Inner	centering	 for	OW	170 154,00 6.063 825	050	004 4,200

Electrode adapters

Robust	brass	adapter	for	transverse	alignment	of	the	tungsten	electrode.
In	the	set	or	can	be	ordered	individually.	Please	note	that	the	maximum	tube	diameter	that	
can be welded is reduced by using an electrode adapter. 

Complete	sets	consisting	of:
•	 Basic	part	for	extension	arms.
•	 For	each	extension	arm	15°,	30°	and	45°

Complete	 sets: Code kg
Electrode	 adapter	 for	OW	38S,	 complete	 set 826	050	034 0,015
Electrode	 adapter	 for	OW	76S,	 complete	 set 827	050	027 0.015
Electrode	 adapter	 for	OW	65,	 complete	 set 823	050	028 0,045
Electrode	 adapter	 for	OW	115	 and	OW	115S,	 complete	 set 824	050	021 0,064
Electrode	 adapter	 for	OW	170,	 complete	 set 825	050	022 0,094
Individual	parts	for	OW	38S:

Base	part	 to	 electrode	 adapter	OW	38S	 826	004	003 0,024

10	mm	15°	 extension	 arm	 for	 electrode	 adapter	OW	38S 823	004	008 0,003

T-piece clamping 
shells

Inner centering

Electrode adapter for OW 170

Electrode adapter for OW 38S, OW 76S
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10	mm	30°	 extension	 arm	 for	 electrode	 adapter	OW	38S 823	004	009 0,003

10	mm	45°	 extension	 arm	 for	 electrode	 adapter	OW	38S 823	004	010 0,003

Individual	parts	for	OW	76S:

Base	part	 to	 electrode	 adapter	OW	76S	 827	004	003 0,024
15	mm	15°/90°	 extension	 arm	 for	 electrode	 adapter	OW	76S	 823	004	002 0,003
15	mm	30°/90°	 extension	 arm	 for	 electrode	 adapter	OW	76S 823	004	003 0,003
15	mm	45°/90°	 extension	 arm	 for	 electrode	 adapter	OW	76S 823	004	004 0,003

Individual	parts	for	OW	65 Code kg

Base	part	to	electrode	adapter	OW	65	 823	004	011 0,018

15	mm	15°/90°	 extension	 arm	 for	 electrode	 adapter	OW	65 823	004	002 0,003

15	mm	30°/90°	 extension	 arm	 for	 electrode	 adapter	OW	65 823	004	003 0,003

15	mm	45°/90°	 extension	 arm	 for	 electrode	 adapter	OW	65 823	004	004 0,003

Individual	parts	for	OW	115	und	OW	115S Code kg

Base	part	to	electrode	adapter	OW	115	and	OW	115S	 824	004	004 0,037

25	mm	15°/90°	extension	arm	 for	 electrode	adapter	OW	115/115S 823	004	006 0,009

25	mm	30°/90°	extension	arm	 for	 electrode	adapter	OW	115/115S 823	004	005 0,009

25	mm	45°/90°	extension	arm	 for	 electrode	adapter	OW	115/115S 823	004	007 0,009

Individual	parts	for	OW	170 Code kg

Base	part	to	electrode	adapter	OW	170 825	004	001 0,067

25	mm	15°/90°	 extension	 arm	 for	 electrode	 adapter	OW	170 823	004	006 0,009

25	mm	30°/90°	 extension	 arm	 for	 electrode	 adapter	OW	170 823	004	005 0,009

25	mm	45°/90°	 extension	 arm	 for	 electrode	 adapter	OW	170 823	004	007 0,009
Electrode	 adapter	 for	 I-seam	weld* Code kg
Electrode	 adapter	 for	OW	38S	 i-seam	weld,	 set 826	050	036
Electrode	 adapter	 for	OW	76S	 i-seam	weld,	 set 827	050	038 -
Electrode	 adapter	 for	OW	65	 i-seam	weld,	 set 823	050	034 -
Electrode	 adapter	 for	OW	115	 i-seam	weld,	 set 824	050	022 -
Electrode	 adapter	 for	 internal	weld	 seam* Code kg
Electrode	 adapter	 for	OW	38S	 internal	weld	 seam,	 set 826	050	037
Electrode	 adapter	 for	OW	76S	 internal	weld	 seam,	 set 827	050	039 -
Electrode	 adapter	 for	OW	115	 internal	weld	 seam,	 set 824	050	023 -

* Further electrode apdaper for other weld heads on request.

Extension cable assembly 

Extension	cable	assembly	suitable	for	all	Orbitalum	orbital	weld	heads,	beside	the
AVC/OSC	versions	of	the	ORBIWELD	TP	heads.	Further	lenghts	on	request.
 

Article Length	(meter) Code kg
Extension	 cable	 assembly	 5M 5 871	050	011 7,600
Extension	 cable	 assembly	 10M 10 871	050	012 -
Extension	 cable	 assembly	 15M 15 871	050	013 -

Enclosed	Orbital	Weld	Heads

Extension cable assembly

Electrode adapter for nternal weld seam 
(without rotor)

Electrode adapter for i-seam weld 
(without rotor)

Example for i-seam weld.

Example of internal seam weld.


